




















@21cm

15cm

6cm

@11cm

Texsadren C

Cazoletas EPDM

T

Cazoletas EPDM sifénicas con paragravillas

i

Morrion universal

auxil

iary

products

Bitumen waterproofing and insulation

Product Description Packaging Application
Drain including an SBS , Concrete and deck roofs drain
Texsadren C (@ 110 mm) bl?umlnous membrane Box 4 units Higher drain capactt.
reinforcement.
Cazoletas EPDM e e Of Dutral WBeE | Bo 25 unis Roof drain.
Cazoletas EPDM sifénicas EDPM drains made of Dutral rubber with . :
con paragravillas gravel guard. 80-90-100-110 diameter L Roof drain.
EDPM drains made of Dutral rubber. .
. Box 25 units
Cazoletas TPE 82-90-100-110 diameter. Roof drain.
125 diameter. Box 15 units
. - Gravel guard adaptable from
Paragravillas Zinc 60 10 100 mm. .
Box 25 units Protection of drains on terraces.
Paragravillas Texsa Gravel guard adaptable to 140 mm.

AP High density polyethylene , Protection of drains on terraces.
Morrién universal e Box 25 units Adaptable to any kind of drains.
Gargola 45/ largo 415 mm . . .

Gérg 0la 90/ Iargo 375mm Gargoyle Box 5 units Horizontal drainage.
P 80 mm ) " Connection of gargoyle to the
Conexién gargola, . 110 Gargoyle connexion. Box 5 units drainpipe.
E;::g;::spa’a grajr?co TPE gargoyle. Box 5 units Horizontal drainage.
Chimenea de aireacion TPE chimney. Box 25 units Vapour ventilation.
normal
Impertexsa A-20 Polyester-based non-woven
Impertexsa A-50 geotextile mat.
Roll 100 x 1m Reinforcement of elastic coatings.
Impertexsa M Polyester-based non-woven geotextile
mat.
e Galvanized nails in colour black, " Fixing of under tile bituminous
RN S P red, green. sl sheet Texsaplack.
Bituminous finishing made of L o
Cumbrera Texsaplack fibro-bituminous laminated 5 units/pack Finishing of under tie bituminous
elements. sheet Texsaplack.
p : : . Finishing protection
Rejilla t Il 15 unit k
ejilla teja Gri 5 units/pacl RO
extruded closed-cell polyethylene Pack of 180 ml Joint b A fill of ioint
Juntalen foam profile with a circular cross- 102,500 ml depending on asefs anat |° ol
section. Diameter from 6 to 50 mm. on diameter. spaces before sed.
Texsaplot P-10 Non-adaptable support. Box 100 units Ventilated roofs.
Reinforced thermoplastic .
Soporte SNR non-adjustable support. Box 200 units Flat roofs.
Reinforced thermoplastic adjustable )
Soporte SR Box 50-80 units Flat roofs.

support.




Product Description Packaging Application
PT
Fijacion | CHM Texsa Flasticand meal fixings. Box 800 units Fixing of insulation boards
60 and 90 mm length. '
CHM Texsa metal
Texsapur GSP GUN Application gun. 1 unit Application of Texsapur.
i 3
o Texsapur Cleaner Solvent based cleaner. 120N 500 o /box Cleaner for Texsapur guns.
argola
Drentex fijacién High qensity polypropylene fixing Box 200 units Fixing of drainages to the external
including nails. walls.
Drentex perfil High density polypropylene profile. Box 50 units 2 ml Finishing profile onto drainages.

Drentex fijacion autodhesiva

Self-adhesive metal fixing.

Box

Fixing of drainages to the
external walls.

Cumbrera Texsaplack

Chimenea de aireacion normal

Paragravillas Texsa




auxiliary

PVC waterproofing

products

Product Description Packaging Application
o Pre-molded PVC Vertical Drain and
[ . . Gravelguard for vertical water outlets. Vertical drain on metal
Vinitex Desagtie Diameters: 50-60-75-80-90-100-110- | 5 Units Pack Aiel G
125-140-150-160 mm.
Leaf excluder included.
90° angular pre-molded piece of PVC. Horizontal Drain and
Vinitex Desagiie Vinitex Gargola 90° Diameter: 63-75-90-110 ; 65x100 5 Units Pack Gravelguard for water
and 100x100 mm runoff from the roof.
Vinitex Esaui : . Reinforcement for
F. / initex Esquina Pre-molded PVC for outside corner 30 Units Pack outside corners.
x S - ; Reinforcement for inside
Vinitex Rincon Pre-molded PVC for inside corner 30 Units Pack

\-/

corners.

Galvanized steel sheet coated with

Vinitex Metal S a layer of thick non-reinforced PVC.

Vinitex Gargola

Sheet (Units): 1.00 x 2.00 m.
Min order 10 Ud.

For perimeter anchoring
and wall finishes.

Ivani teel stript coat ith
Vinitex Metal P Galvanized steel stript coated wi

Strit (Units): 0.05 x 2.00 m

For perimeter anchoring

a layer of thick non-reinforced PVC. 25 Units Pack and wall finishes.
Galvanized steel pre-molded
i S profile coated with a layer of thick - F Il finish
gt Vinitex etal W non-reinforced PVC. With a small Sl o WaHinisnes.
flap to lean the mastic
Vinitex Parahojas - Gal\{anized stee! angular For termination on
Vinitex Metal T profile coated with a layer 25 Units Pack the top of wall
of thick non-reinforced PVC. ‘
. i G Bars of 4 m Welded over PVC membrane
Vinitex Pyramid PVC profile with triangular shape. 10 Units Pack reminds metal roofs
Barra de Terminaci6 Special Shape Aluminium profil SRR Wall finish
arra de Terminacion pecial Shape Aluminium profile. 50 Units Pack all finishes.
. . . , For bonding PVC membrane
Vinitex Paragravills Vinitex Adhesivo Soporte Contact Adhesive. Pail of 25 Kg el
Vinitex Liquido Liquid PVC in THF solution. Pail of 1 litre For sealing overlaps.
f - . . : For bonding Vinitex MAT-FB
. ' Vinitex Adhesivo FB Contact Adhesive. Pail of 25 Kg o sl aEsEes
\_/ Rodillo de Presion " . For pressing on the
en Silicona SRR Lol overlap while welding.
Waterstop strip welded to
Vinitex Esquina s PVC waterstop strip, width of 40 cm, pvc membranes Vinitex for
Waterstop Vinitex in black colour el compartimentation in
underground waterproofing
Vinitex Pipe H Horizontal injection pipe in PVC 10 Units Pack
Vinitex Pipe W Vertical injection pipe in PVC 10 Units Pack Accesories for injection
resins in compartimentation
Vinitex injection tube TPU injection tube 100 m systems
T - Viniex tube connector Connector for tubes 10 Units Pack

Vinitex Rincon

Vinitex Liquido

Rodillo de presion en silicona



TPO waterproofing

Texsalon Desaglie

Product Description Packaging Application
Pre-molded TPO Vertical Drain and
= Gravelguard for vertical water outlets. . Vertical drain on metal
Texsalon Desagie Diameters: 60-75-80-100-110- o Units Pack and concrete roof.
125-140-150-160 mm
90° angular pre-molded piece of PVC. Horizontal Drain and
Texsalon Gargola 90° Didmeter: 50-63-75-90-110; 65x100 5 Units Pack Gravelguard for water
and 100x100 mm runoff from the roof.
Texsalon Esquina Pre-molded PVC for outside corner. 30 Units Pack Remforcement or
outside corners.
Texsalon Rincon Pre-molded PVC for inside corner. 30 Units Pack AR N

corners.

Texsalon Gargola

Texalon Metal S

Galvanized steel sheet coated with

Sheet (Units): 1,00 x 2,00 m.

For perimeter anchoring

&

Texsalon Esquina

a layer of thick non-reinforced TPO. Min order 10 Ud. and wall finishes.
Texsalon Pyramid TPO profile with triangular shape. ?gﬁ;{fprgbk \r’gem'?n?s%’g;\r’g;{gembra”e
Barra de Terminacion Special Shape Aluminium profile. ?giﬁn?{fprzck Wall finishes
Texsalon Adhesivo Soporte Contact Adhesive. Pail of 25 Kg I G e

to several substrates.

A

Texsalon Rincon

Texsalén Metal S

Texsalon Barra de terminacion

Texsalon Adhesivo Soporte
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